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VisionX software

Double Telecentric
Optical Lens

Motorized Focusing System

Intellegent Lighting System

Motorized Object Table

One-Key Button
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Parameters
Model No. VX3300 VX3300D
Image Senor 5M CMOS
Built-in 10.4” LCD (XGA: 1024x768)
Monitor
Outside 24" LCD (XGA: 1920x1080)
Acceptance Lens Double Telecentric Lens
Ring Four-segment illumination(White Light/Green light)
Light
Bottom Telecentric transmission illumination(Green Light)
Large Field 300x200mm(4 Angles R50)
F.O.V.
High Precision 230x130mm
Resolution 0.1um
Large Without Stitching*' +1um +1um
. Field . I
Repeatability With Stitching* +2um +2um
of
: i g +
Image Meas. High Without Stitching +0.5um
Precision | \vith stitching* +1.5um
Without Stitching*' +5um +5um
Large
Accuracy | i€l | with Stitching* +(7+0.02L)um +(7+0.02L)um
of
Image Meas. ) Without Stitching*' £2um
High
Precision | \vith stitching*? £(4+0.02L)pum
Measuring Range(X*Y) 120*110mm
Max Hole/Depth Ratio 1.5
Dia. of Beam ®38um
Height Meas. Resolution 0.25um
(Opticall Probe)
(Optional) 7 Range(Z) +3.5um
Non-movement
Accuracy +2um
Range(Z) 70mm
Z Movement
Accuracy +(6+0.01H)um, His Z movement heightin mm
X Travel Range 210mm
XY
Object Table Y Travel Range 110mm
Loading Capacity 5kg

Z-Axis Travel Range

75mm(Motorized)

Size(LxWxH) (5631x503x731)mm
Weight 74kg 75kg
Input AC100-240V,50/60Hz, 2A

Wo

rking Environment

Temp.10 °C~35 °C, Humidity 20~80%, Vibration<0.002g, Less than15Hz

Remark: *1 In the focus position, the environment temperature is +20 °C + 1.0 °C
*2 Inthe focus position, the environment temperature is +20 °C £ 1.0 °C, and the load on the table is 2 kg or less;
Lis the moving range of the table (mm)




