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TECHNICAL DATA

s DB100C DB100
1 0 O S T DO
BREEYE Z=m-15°C ~ 100°C Zm+5°C ~ 100°C
Temperature range Room temp - 15°C ~ 100°C Room temp + 5°C ~ 100°C
mERE M +0.5°C +0.5°C
Temperature stability - o
i E 51 | £0.5°C $0.5°C
Temperature homogeneity -
R _— e
Display accuracy ~ ~ e -
10 ALY ] <12min (25-100°C) /
Heating time
A o 1
L 20 - 25 min (20-0°C) 20 - 25 min (20-0°C)
ooling time
£ HIETT = No
Multi-point operation o Y_es ____________________________________________
AI%R R g /
Temperature point can be set
E BT E 1s - 23h59min 1s - 23h59min
| esleleue 0 S
= 96W 96W
power 0
B E AC100-240V AC100-240V
Votage - T
522 170*160*102 mm 170160102 mm
AR REHRAE
Module options Numbers and aperture of test tube
DB1 96 * 0.2miI(B0\E / Centrifuge tube)
DB2 48 * 0.5mlI(BE0\E / Centrifuge tube)
DB3 35* 1.5miI(B/10\E / Centrifuge tube)
DB4 35* 2.0mI(B.0\E / Centrifuge tube)
DB5 24 * 5.0mi(E & / Blood tube)
DB6 12*5/15mI(B LB / Centrifuge tube)
DBY 6 * 50mI(B/LVE / Centrifuge tube)
DB8 TR (BSRR/EE 771k EE) / Flat bottom plate (ELISA plate/culture plate, etc.)
DB9 Lt & FA1R3R / Cuvettes dedicated module
TE ISR BERTIRIER P EREH
OEM of modules Modules can be customized according to customer needs



