
Microplate Reader M201

7' Touch TFT LCD Screen, Test 
Results Simultaneous Displayed 
In Screen

Large Storage Capacity Up 
To 200 Test Protocols And 
100,000 Results

3 Shaking Modes 
With Variable Time

Windows Operation 
System, Self-check, 
Malfunction Alarm

Bichromatic, 8-channel 
Optical System

LED Light Source With Lifespan 
Over 100,000 Hours



Ba rc o d e 
Rea der

Fla sh Disk

Options

Keyboa rd 

M ea sure System Wa veleng th

Rea ding  Speed Sha king

Input  

8- c ha nnel O ptic a l System 405, 450, 492, 630nm, Two 
M ore O ptiona l

5s With Sing le Wa veleng th 
For Whole Pla te

3 Sha king  M odes With 
V a ria ble Time

M ouse, M embra ne Keyboa rd, 
Touc h Sc reen  Disp la y 7' TFT LC D, 800 x 480 Pixe ls

Printe r Built- in Printe r, Exte rna l Printe r

Dime nsion (mm) 400(L) x 310(W ) x 169(H)

Inte rfa c e RS- 232, 4 USB ports, SD C a rd

Working  C ond itions
Powe r Supply:A C  100~240V, 50/ 60Hz

Te mpe ra ture:10°C ~35°C
Humidity:15%~85%

Rea dout Ra ng e

Pla te Type
Ba nd Width A nd 
A c c ura c y

Lig ht Sourc e Repea ta bility

Linea ritySta bility

0.000~3.500A bs

96- well Pla te 8nm ± 2nm

M onoc hroma tic  LED <1%

<0.005A bs/10 min

We ig ht 6 kg

R   0.995≥

Technical Specifications

To u c h 
Sc reen

La bfriend 
Softwa re

Application

Sexually Transmitted Disease (Gonorrhea, 
Syphilis, HIV) and Hepatitis (Hepatitis-A, 
Hepatitis-B, Hepatitis-C)    

Test Giant cell IgG antibody, Toxoplasm IgG 
antibody, Rubella IgM antibody, Fever blister 
I-IgM antibody and Fever blister II-IgM antibody    

Cancer marker, Typhoid fever, Paratyhoid fever Fetal Antibody and Vaccinum Reaction, etc

Hormone, such as T3, T4 and TSHPesticide Residue in Food /Melamine 



Automatic Liquid 
Monitoring System

Sweep Function 
Aspiration

Multi-buffer Module 8/12 type washing 
head-compatible with F,U or 
V-bottom Plates

Microplate Washer W206

1~99 adjustable washing 
cycles

Hospital, Quarantine, Lab, 
Clinic, Veterinary 



Details

Microplate

Weight

Technical Specifications

Plate type 96-well plate

Washing head

Residual aspiration volume

Dispensing volume

No. of washing cycle

Soak time

Shaking time

Temperature

Humidity

Power supply

Dimension (mm)

8/12 type

< 2ul

10~3000ul, step by 1ul 

1~99 adjustable

0~999s

0~999s

5°C~35°C

15%~85%

AC 100V~240V, 50/60Hz

400(L) x 310(W) x 169(H)

8Kg 



Cuvette mode to avoid 
carryover

Windows based user 
friendly interface 

Support RS-232, USB, 
Ethernet and SD card Perfect QC function

7"TFT adjustable LCD

Biochemical Analyzer 
EMP-168 Cuvette Mode

Hospital, Quarantine, Lab, 
Clinic, Veterinary 



Common test items

Liver function G PT/AST/ALP/y-GT/TP/TBIL/TBA

Renal function BUN/CREA/UA

Blood fat T-CHO/TG/APOA1/GSP

G lycometabolism GLU

M yocardialymenze C K/CK-MB/LDH

Ion K/Na/CI/Ca

IgA/IgG/IgMImmunity test

A MY/TIBC/FbO thers

Optics 

Light source Halogen 6V/10W 

Linearity Cuvette 

Memory 200 test programs and over 
100,000 test results

Display 7" TFT LCD

Repeatability 

340, 405, 505, 546, 578, 620, 670nm, one more optional filter 

Resolution 

Dimension(mm) 

Printer Built-in thermal printer

CPU 

RS-232, SD card and USB

Weight 7 Kg

Power supply AC 100-240V, 50/60Hz 0.001Abs 

Photometric 
range 0. 000-3.000Abs

Data 
communication

Technical Specifications

420(L)x310(W)x152(H)

3.5ml

High speed embedded 
processor

cv   0.5%≤

R   0.995≥

Ba rc o d e 
Rea der

Fla sh Disk

Options

Keyboa rd To u c h 
Sc reen

Ethernet 
port


